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ADALIT L-30, the revolutionary helmet torch
Lighter, smaller and more powerful than its predecessor, the rechargeable helmet 

system (main beam and step light) and two red LED beacons, making it the safest 

ATEX:   II 1G Ex ia IIC T4 Ga  
II 1D Ex ia IIIC T135ºC Da  
 

GAS ZONE 0 | 1 | 2  
DUST ZONE  20 | 21 | 22

Ingress protection:  IP68

Weight:  165 g (battery included)

Measures (LxWxH):  135x43x55 mm

Autonomy: Normal mode > 3 h  
      Saving mode > 12 h

Torch body material: Thermoplastic resine with high resistance 
to the impacts, extreme temperatures and corrosive substances

Lighting source: 350 lumens and 10.000 candela

Made of soft touch material, it’s placed on the 

Chargers for 1, 2, 3, 4 or 5 torches. Compatible with  
Adalit L-10 chargers

•  Power LedEngine optic , with a powerful high penetration in smoke 
spot light and long range

•  RED LED

•  Step Lighting System : a light beam projected directly into the ground 
to illuminate your path

•  BOOSTER  function

•  

•  Indication of the light duration and the battery level

•  Low battery warning

•  

200 M
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Contact Information for Inquiries: sales@fseprojects.com

www.fsesafe.com / www.fse-exdigital.com


