
Even better than before! The evolution of our best seller
The renovated Adalit L-3000 torch is a high performance professional safety 
torch that combines high intensity LEDs, a revolutionary optic, a large digital 
display and a swivelling head.

ATEX:   II 1G Ex ia op is IIC T4 Ga  
II 1D Ex ia op is IIIC T85 ºC Da  
 

GAS ZONE 0 | 1 | 2  
DUST ZONE 20 | 21 | 22

Ingress protection:  IP67

Weight: 500 gr.  (battery included)

Measures (LxWxH):   
 Straight: Ø 70 x 225 mm  
 Right angle: Ø 70 x 100 x 185 mm

Burning time:  5, 7.5 or 10 h.

Torch body material:  Thermoplastic resin 
with high resistance to the impacts, extreme 
temperatures and corrosive substances

Lighting source:  2 high intensity LEDs  
with 150 lm. each

Battery:  Li-ion | Voltage: 3,7 V.

Low Battery Warning : Blinking signal of the 
main LED 15 min. before running out of battery

•  2 LEDs of 150 lumens each in a 

•  LedEngine technology with step light 
system

•  Booster function to illuminate long 
distances with greater penetrating 
light beam

•  Two button switches of soft touch 
material, ergonomic and oversized in 
order to guarantee easy pushing

•  
intensities

•  Battery level indication in hours and 
minutes by means of a digital display

•  Swivelling head with 3 positions  
0o | 45 o | 90 o

•  Easy maintenance

•  Stroboscopic function

•  Red or yellow cone for signalling 
available

•  Straight or right angle

•  Chargers for 1, 2, 3 or 5 torches

Technology

OPTIONAL

Contact Information for Inquiries: sales@fseprojects.com

www.fsesafe.com / www.fse-exdigital.com

Source: https://www.raytecled.com/


